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D i a l  G a u g e  F M  5 0 0  T

The on ly d ifference between FM 1000 T and FM 500 T is the number of graduations on the d ia l face . 
FM 1000 T has 200 graduations, each of 0.001 m m , whereas FM 500 T has 100 graduations of 0.002 m m .

Sp ind le and stem are made of resistant sta in less stee l. The sp ind le is lapped .

High Precision Dial Gauge FM 1000 T

Reading  0.001 mm

Range 1 mm 

Range per revolution 0.2 mm 

Bezel-Ø 58 mm 

Stem-Ø 8 h 6 

Dimensions and accuracy according to DIN EN ISO 463 /
 manufacturing standard 0.0500.9.0001 

Initial measuring force 1.5 N ± 20% 

Dimensioned drawing page 35
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High Precision Dial Gauge FM 500 T

Reading  0.002 mm

Range 1 mm 

Range per revolution 0.2 mm 

Bezel-Ø 58 mm 

Stem-Ø 8 h 6 

Dimensions and accuracy according to DIN EN ISO 463 /
 manufacturing standard 0.0500.9.0001 

Initial measuring force 1.5 N ± 20% 

Dimensioned drawing page 35
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D i a l  G a u g e  F M  1 0 0 0  T

Mode l shown: FM 1000 T

Specia l fittings:

Plastic Plastic
Brass Brass

Mineral

glass

Metal Metal
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