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D ia l  Th ickness  Gauge  J  50  R D ia l  Th ickness  Gauge  J  50  R 
without side discs

Th is mode l has side d iscs at the lower ro ller for gu id-
ing the thread . It is therefore su ited for measuring the 
th ickness of w ires and threads especia lly in continu-
ous motion . 

Th is mode l has no side d iscs at the lower ro ller. 
It is therefore su ited for the measurement of paper, 
fo il, meta l and sheet.

Dial Thickness Gauge J 50 R with side discs

Reading 0.01 mm

Range 5 mm

Range per revolution 1 mm

Beze l-Ø 58 mm

Depth of jaw 50 mm

Standard contact point rollers with side discs

Width of the rollers 8.7 mm

Ø of the rollers 8.4 mm

Dial Thickness Gauge J 50 R without side discs

Reading 0.01 mm

Range 5 mm

Range per revolution 1 mm

Beze l-Ø 58 mm

Depth of jaw 50 mm

Standard contact point rollers without side discs

Width of the rollers 8.7 mm

Ø of the rollers 8.4 mm

Th ickness Gauges w ith ro ller contact po ints are 
 ava ilab le in many variants:

! Dial Thickness Gauge K 50 R
read ing 0.1 m m , range 10 m m

! Dial Thickness Gauge J 50 /3 R
read ing 0.01 m m , range 20 m m

! Dial Thickness Gauge K 100 R
read ing 0.1 m m , range 10 m m
depth of jaw 100 m m

! Dial Thickness Gauge K 200 R
read ing 0.1 m m , range 10 m m
depth of jaw 200 m m

! Dial Thickness Gauge J 200 R
read ing 0.01 m m , range 10 m m
depth of jaw 200 m m

! Dial Thickness Gauge F 50 R
read ing 0.001 m m , range 5 m m
depth of jaw 50 m m

! Digital Thickness Gauge JD 50 R
reso lution 0.01 m m / .0005”
range 12.5 m m / .500”
depth of jaw 50 m m

! Digital Thickness Gauge JD 100 R
reso lution 0.01 m m / .0005”
range 12.5 m m / .500”
depth of jaw 100 m m

! Digital Thickness Gauge FD 50 R
reso lution 0.001 m m / .00005”
range 12.5 m m / .500”
depth of jaw 50 m m

Please request our offers.

Mode l shown: J 50 R w ithout side d iscs


