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1,5 D No.

1.1/8 x 8 EBW26 5 B4240
1.1/4 x 8 EBW30 5 B4241
1.3/8 x 8 EBW31 5 B4242
1.1/2 x 8 EBW36 4 B4243
1.5/8 x 8 EBW39 4 B4244
1.3/4 x 8 EBW42 4 B4245
1.7/8 x 8 EBW42 4 B4246
2“     x 8 EBW42 4 B4247

1,5 D No.

NPT  1/8 x 27 EBW10 10 B4231
NPT  1/4 x 19 EBW14 10 B4232
NPT  3/8 x 18 EBW14 10 B4233
NPT  1/2 x 14 EBW22 5 B4234
NPT  3/4 x 14 EBW26 5 B4235
NPT   1“ x 11,5 EBW36 5 B4236

BaerCoil® Thread Repair Kits
Drill HSS

STI Bottoming Tap HSSG

Inserting Tool

Tang Break Tool

Wire Thread Inserts - type: “free running“ - 

length: 1,5 D

Instruction for use

leading time: 1 - 3 weeks

leading time: 1 - 3 weeks

leading time: 1 - 3 weeks

1,5 D No.

UNEF 1/4 x 32 EBW06 BZ006 6,6 mm 10 B4225

Harley 1/4 x 24 EBW06 BZ006 6,6 mm 10 B4226

Harley 7/16 x16 EBW10 BZ010 11,5 mm 10 B4227

Cummins 11/16x16 EBW14 10 B4228

Carburetor 7/8 x 20 EBW22 10 B4229

Carburetor 1“ x 20 EBW24 10 B4230

1,5 D No.

BSC 5/16 x 26 EBW07 BZ006 8,2 mm 10 B4220

BSC   3/8 x 26 EBW08 BZ008 9,8 mm 10 B4221

BSC 7/16 x 26 EBW10 BZ010 11,5 mm 5 B4222

BSC   1/2 x 26 EBW12 BZ012 13,0 mm 5 B4223

special sizes

BSC British Standard Cycle Thread RS 811

NPT American Taper Pipe Thread
ANSI B1.20.1

8 - UN Unified Thread Series
8 TPI ANSI B1.1


