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Anvil/spindle tip (included) Unit: mm OUTPUT SPINDLE
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Knife-edge %Q@:ﬂl = = = Resolution 0.001mm/0.00005"
= Non-rotating spindle
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Point @ﬁ@:ﬂ] = a3 « Data outbut Code Range Accuracy L b
= Automatic power off 3580-25A | 0-25mm/0-1" +4pm 42 | 26
55° anvil/spindle tip (optional) Unit: mm . ga:)(g;'eetdStq?h 7 pairs of 3580-50A | 25-50mm/1-2* £4um 67 | 38
vil/spi i i : = Supplied wi i "
- anvil/spindle tip 3580-75A | 50-75mm/2-3 +5um 92 | 50
Code 3280-SP1 SL 55° =y y=—| " Settingstandards are included 3580-100A | 75-100mm/3-4" t5um [ 118 | 62
Knife-edge (except 0-25mm/0-1") 3580-125A | 100-125mm/4-5" | +6um [ 143 70
" = Optional accessary: 55° anvil/spindle ~ N e o+
Code 3280.572 3 o fip code 3280-SP1 and 3280-SP2, 3580-150A | 125-150mm/5: 6" +6um | 168 | 82
Point [—— g ——] data output cable 3580-175A | 150-175mm/6-7 £7um | 192 95
(code 7315-30, 7302-30) 3580-200A | 175-200mm/7-8" +7um 217|107




