
Sma l l  D ia l  Gauge  KM  6  T

The D ia l Gauge M U 28 is the sma llest mode l of our 
broad manufacturing program me . Its extreme ly sma ll 
overa ll d imensions requ ire a specia l ad justment pro-
cedure accord ing to manufacturing standards.

Sp ind les and stems of the Sma ll D ia l Gauges M U 28 
and KM 6 T are made of resistant sta in less stee l.

A ll a llowed to lerances of the Sma ll D ia l Gauge KM 6 T 
conform to DIN 878.
On request the Sma ll D ia l Gauges KM 6 T and M U 28 
are a lso ava ilab le w ith co loured to lerance segments. 
Please request our respective offer.

Small Dial Gauge MU 28

Reading 0.01 mm

Range 3.5 mm

Range per revolution 0.5 mm

Beze l-Ø 28 mm

Stem-Ø 8 h 6

Dimensions and accuracy according to DIN EN ISO 463 / 
 manufacturing standard 4.0000.9.0012

Initial measuring force        0.8 N ± 20%

Dimensioned drawing page 24

Data sheet to DIN EN ISO 463  www.kaefer-messuhren.de 

Small Dial Gauge KM 6 T

Reading 0.01 mm

Range 3 mm

Range per revolution 0.5 mm

Beze l-Ø 32 mm

Stem-Ø 8 h 6

Dimensions and accuracy according to DIN EN ISO 463 / DIN 878

Initial measuring force        0.8 N ± 20%

Dimensioned drawing page 24

Data sheet to DIN EN ISO 463  www.kaefer-messuhren.de 
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Sma l l  D ia l  Gauge  MU  28

Mode l shown: KM 6 T
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Specia l fittings:

Metal Plastic
Brass Brass


