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D ia l  Gauge  MU  52  T

Our D ia l Gauge Series M U 52 has been designed and manufactured by Käfer D ia l Gauges Shangha i. 
The racks and p in ions – the key parts for the accuracy of D ia l Gauges – are however supp lied by Käfer Germany . 
A ll D ia l Gauges are checked for the ir accuracy on a Fe inmess Suh l automatic D ia l Gauge Measuring Mach ine .

A ll deta ils of these D ia l Gauges conform to DIN EN ISO 463 / DIN 878. Except for the shockproof system a ll techn ica l 
features of the D ia l Gauge M U 52 ST are the same as for the M U 52 T D ia l Gauge . Effective impact protection pro-
tects the D ia l Gauge M U 52 ST even from hard impacts on the sp ind le , thereby reducing the risk of damage of the 
teeth .

Precision Dial Gauge MU 52 T

Reading   0.01 mm

Range                          10 mm 

Range per revolution                      1 mm

Bezel-Ø                           58 mm

Stem-Ø                        8 h 6

Dimensions and accuracy according to   DIN EN ISO 463 / DIN 878

Initial measuring force        0.7 N ± 20%

Dimensioned drawing                  page 12

Data sheet to DIN EN ISO 463  www.kaefer-messuhren.de

D ia l  Gauge  MU  52  ST
shockproof

Precision Dial Gauge MU 52 ST shockproof

Reading  0.01 mm

Range 10 mm 

Range per revolution 1 mm 

Bezel-Ø 58 mm 

Stem-Ø 8 h 6

Dimensions and accuracy according to DIN EN ISO 463 / DIN 878

Initial measuring force        0.7 N ± 20%

Dimensioned drawing                  page 12

Data sheet to DIN EN ISO 463  www.kaefer-messuhren.de
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Specia l fittings:


